ITEM# PART# = DESCRIFTION OTY.

1 55-212 Male Hose Coupling, 1/2" 1 M”
2 24-203 Hose Clamp, J203 2 :

3 81-500 1/2" Hose, 800 PSI (For 81-122 Only). 29" i’

3 81-500 1/2" Hose, 800 PSI (For 81-124 Only). 43" SPRAYING DEVICES .INC.
4 60-324 Ball Valve, 3/4" 1

5 51-501SS  Nipple 3/4" x Clo, SST 1

6 55-106 Adapter 3/4 MPT x 3/4" MGHT 1

7 55-211 Female Hose Coupling, 1/2" 1

8 11-335 Right Support Bracket (For 81-122 Only). 1

8 11-336 Left Support Bracket (For 81-122 Only). 1

8 11-339 Right Support Bracket (For 81-124 Only). 1

8 11-340 Left Support Bracket (For 81-124 Only). 1

9 11-337 Mounting Bracket (For 81-122 Only). 1

9  11-338 Mounting Bracket (For 81-124 Only). 1

10 11-401 Gun Holder 1

Note: If your hose reel installation . ™
requires drilling into the tank, the .
tank interior MUST be vacuumed
and flushed prior to operation.
Failure to do so will cause clogging
of the system’s filters and screens. N
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