### SPRAYER, MODEL No. PCO50/100-11H5J

<table>
<thead>
<tr>
<th>Item Number</th>
<th>Part Number</th>
<th>Description</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>27-600</td>
<td>Pressure Gauge, 0-600 PSI</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>78-830</td>
<td>Pressure Relief Valve</td>
<td>1</td>
</tr>
<tr>
<td>3</td>
<td>51-501SS</td>
<td>Nipple 3/4&quot; x Clo, SST</td>
<td>1</td>
</tr>
<tr>
<td>4</td>
<td>50-520SS</td>
<td>Tee 3/4&quot;, SST</td>
<td>1</td>
</tr>
<tr>
<td>5</td>
<td>47-103</td>
<td>U-Bolt</td>
<td>1</td>
</tr>
<tr>
<td>6</td>
<td>11-146</td>
<td>Relief Valve Bracket</td>
<td>1</td>
</tr>
<tr>
<td>7</td>
<td>55-108</td>
<td>Adapter 3/4 MPT X 3/4&quot; FGHT</td>
<td>1</td>
</tr>
<tr>
<td>8</td>
<td>55-312</td>
<td>Male Hose Coupling 3/4&quot; HB</td>
<td>1</td>
</tr>
<tr>
<td>9</td>
<td>66-227</td>
<td>Engine Pulley</td>
<td>1</td>
</tr>
<tr>
<td>10</td>
<td>21-931</td>
<td>Suction Hose 1&quot; ID, Per Foot</td>
<td>Specify</td>
</tr>
<tr>
<td>11</td>
<td>24-204</td>
<td>Hose Clamp JS204</td>
<td>2</td>
</tr>
<tr>
<td>12</td>
<td>81-750</td>
<td>Hose 3/4&quot; ID, 800 PSI, Per Foot</td>
<td>Specify</td>
</tr>
<tr>
<td>13</td>
<td>20-305</td>
<td>Honda Engine</td>
<td>1</td>
</tr>
<tr>
<td>14</td>
<td>20-305E</td>
<td>Electric Honda Engine</td>
<td>1</td>
</tr>
<tr>
<td>15</td>
<td>50-511SS</td>
<td>Elbow 3/4&quot; x 90°, SST</td>
<td>1</td>
</tr>
<tr>
<td>16</td>
<td>78-0011</td>
<td>Pump, 11 GPM</td>
<td>1</td>
</tr>
<tr>
<td>17</td>
<td>57-114</td>
<td>Strainer Assembly, 1&quot;</td>
<td>1</td>
</tr>
<tr>
<td>18</td>
<td>57-117</td>
<td>Clear Bowl</td>
<td>1</td>
</tr>
<tr>
<td>19</td>
<td>57-118</td>
<td>40 Mesh Screen</td>
<td>1</td>
</tr>
<tr>
<td>20</td>
<td>57-116</td>
<td>Gasket</td>
<td>1</td>
</tr>
<tr>
<td>21</td>
<td>57-115</td>
<td>Body, 1&quot; for 57-114</td>
<td>1</td>
</tr>
<tr>
<td>22</td>
<td>51-601SS</td>
<td>Nipple 1&quot; x Clo, SST</td>
<td>1</td>
</tr>
<tr>
<td>23</td>
<td>60-325</td>
<td>Ball Valve 1&quot;</td>
<td>1</td>
</tr>
<tr>
<td>24</td>
<td>51-603SS</td>
<td>Nipple 1 x 3&quot;, SST</td>
<td>1</td>
</tr>
<tr>
<td>25</td>
<td>50-620SS</td>
<td>Tee 1&quot;, SST</td>
<td>1</td>
</tr>
<tr>
<td>26</td>
<td>50-680SS</td>
<td>Plug 1&quot;, SST</td>
<td>1</td>
</tr>
<tr>
<td>27</td>
<td>47-205</td>
<td>U-Bolt</td>
<td>1</td>
</tr>
<tr>
<td>28</td>
<td>53-436</td>
<td>Adapter 1 MPT x 1-1/4&quot; HB</td>
<td>1</td>
</tr>
<tr>
<td>29</td>
<td>24-120</td>
<td>Hose Clamp #20</td>
<td>2</td>
</tr>
<tr>
<td>30</td>
<td>10-110</td>
<td>Frame, 100 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>31</td>
<td>20-051</td>
<td>Frame, 50 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>32</td>
<td>21-932</td>
<td>Suction Hose 1-1/4&quot; ID, Per Foot</td>
<td>Specify</td>
</tr>
<tr>
<td>33</td>
<td>17-132</td>
<td>Suction Flange 1-1/4&quot; HB</td>
<td>1</td>
</tr>
<tr>
<td>34</td>
<td>52-120</td>
<td>Elbow Adapter 1 MPT x 2&quot; HB</td>
<td>2</td>
</tr>
<tr>
<td>35</td>
<td>63-310</td>
<td>Extension Shaft</td>
<td>1</td>
</tr>
<tr>
<td>36</td>
<td>15-116</td>
<td>Belt Guard</td>
<td>1</td>
</tr>
<tr>
<td>37</td>
<td>66-214</td>
<td>Pump Pulley</td>
<td>1</td>
</tr>
<tr>
<td>38</td>
<td>67-600</td>
<td>Belt 3VX600</td>
<td>2</td>
</tr>
<tr>
<td>39</td>
<td>11-101</td>
<td>Vortex Plate</td>
<td>1</td>
</tr>
</tbody>
</table>
### SPRAYER, MODEL No. PCO50/100-11H5J

<table>
<thead>
<tr>
<th>Item Number</th>
<th>Part Number</th>
<th>Description</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>39</td>
<td>15-051</td>
<td>Tank, 50 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>39</td>
<td>15-104</td>
<td>Tank, 100 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>40</td>
<td>58-940</td>
<td>Tape, Per Foot</td>
<td></td>
</tr>
<tr>
<td>40</td>
<td>16-212</td>
<td>Lid Mounting Gasket for 100 Gallon</td>
<td></td>
</tr>
<tr>
<td>41</td>
<td>16-204</td>
<td>Strainer Basket, 50 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>41</td>
<td>16-203</td>
<td>Strainer Basket, 100 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>42</td>
<td>16-214</td>
<td>Inner Lid Seal for 100 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>43</td>
<td>15-045</td>
<td>Lid Assembly for 50 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>43</td>
<td>15-040</td>
<td>Lid Assembly for 100 Gallon</td>
<td>1</td>
</tr>
<tr>
<td>44</td>
<td>11-254</td>
<td>Left Pump Mount</td>
<td>1</td>
</tr>
<tr>
<td>45</td>
<td>16-923</td>
<td>Clear Tubing 3/8&quot; ID, Per Inch</td>
<td></td>
</tr>
<tr>
<td>46</td>
<td>24-104</td>
<td>Hose Clamp #4</td>
<td></td>
</tr>
<tr>
<td>47</td>
<td>16-100</td>
<td>Elbow Fitting, Sight Gauge</td>
<td>2</td>
</tr>
<tr>
<td>48</td>
<td>55-106</td>
<td>Adapter 3/4&quot; MPT x 3/4&quot; MGHT, Brass</td>
<td>2</td>
</tr>
<tr>
<td>49</td>
<td>11-256</td>
<td>Right Pump Mount</td>
<td>1</td>
</tr>
<tr>
<td>50</td>
<td>11-318</td>
<td>Support Flange, Belt Guard</td>
<td>2</td>
</tr>
<tr>
<td>51</td>
<td>11-319</td>
<td>Belt Guard Mounting Bracket</td>
<td>1</td>
</tr>
<tr>
<td>52</td>
<td>53-202</td>
<td>T.O.E. Nipple 1&quot; MPT x 2&quot;, PVC</td>
<td>1</td>
</tr>
<tr>
<td>53</td>
<td>52-276</td>
<td>Slip Elbow 1&quot; x 45°, PVC</td>
<td>1</td>
</tr>
<tr>
<td>54</td>
<td>16-117</td>
<td>Tank Fitting 1&quot; FPT</td>
<td>1</td>
</tr>
<tr>
<td>56</td>
<td>24-116</td>
<td>Hose Clamp #16</td>
<td>4</td>
</tr>
<tr>
<td>57</td>
<td>21-938</td>
<td>Hose 1&quot; ID, 200 PSI, Per Foot</td>
<td>Specify</td>
</tr>
<tr>
<td>65</td>
<td>11-190</td>
<td>Battery Box Assembly Group U1</td>
<td>1</td>
</tr>
<tr>
<td>66</td>
<td>72-235</td>
<td>Battery Cable Lead, Positive 36°</td>
<td>1</td>
</tr>
<tr>
<td>67</td>
<td>46-250</td>
<td>Shaft Key 1/4 x 2-1/2&quot;</td>
<td>1</td>
</tr>
<tr>
<td>68</td>
<td>55-311</td>
<td>Female Hose Coupling 3/4&quot; HB</td>
<td>1</td>
</tr>
<tr>
<td>71</td>
<td>72-216</td>
<td>Battery Cable Lead, Negative, 18&quot;</td>
<td>1</td>
</tr>
</tbody>
</table>

**Note:** Item Numbers 8, 11, 12, and 68 are preassembled as one unit at the SDI Factory.

The following parts are not illustrated:
- Sealer, 30" for mounting #47, 58 & 60
- Top Sight Gauge Decal, 50 Gallon
- Bottom Sight Gauge Decal, 50 Gallon
- Decal, Caution
- Sight Gauge Decal, 100 Gallon
- Decal, PCO Master
- Nylon Washer for mounting #35
- Adjusting Bolt, Engine to Pump

---

Spraying Devices, Inc., P.O. Box 3107, Visalia, CA. 93278 (559) SDI-5555/Fax: (559) SDI-5591

4/4/03